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Punch Type: 2 Holes: (Legal, Letter-R)
3 Holes: (11" x 17", Letter)

Punch Waste Capacity: Approx. 3,000 Sheets
Dimensions (H x W x D): 32-3/4" x 4-1/4" x 24-1/4"
Weight: Approx. 15.9 lb.

UFR II/PCL/PS Printer Kit-R2
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Memory: 1GB (Standard) (Shared)
Hard Disk Drive: 40GB (Standard) (Shared)
Interface Connections: 10/100Base-TX (RJ-45), 

Hi-Speed USB 2.0
Supported PDLs: UFR II, PCL 5e, PCL 6, PS3

Emulation
Resolution: 2400 x 600 dpi (Interpolated)
Printer Drivers

UFR II: Windows ® 2000/XP/Server 2003/
Windows Vista ™

Citrix MetaFrame
Macintosh® OS X (OS 10.2.8 or Later)

PCL 5e/6: Windows98/Me/2000/XP/ 
Server 2003/Windows Vista
Citrix MetaFrame

PostScript 3: Windows 98/Me/2000/XP/
Server 2003/Windows Vista
Citrix MetaFrame
Macintosh OS X (OS 10.2.8 or Later)

Internal Fonts: PCL: 80 Scalable fonts, 10 Bitmap
fonts; PS: 136 Scalable fonts

Interface Connections: 10/100Base-TX (RJ-45), 
Hi-Speed USB 2.0

Network Operating Systems: Novell ® NetWare® v3.2, 4.1, 4.11,
4.2, 5, 5.1, 6.5 (IPX/SPX)
Windows 98/Me/2000/XP/
Server 2003/Windows Vista
(TCP/IP)
Apple® Macintosh OS 8.0 or 
Higher (DDP)
Solaris ™ 1.5x, 2.5x or Later (TCP/IP)

imagePASS-S2
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letnI:UPC ® Celeron® D @ 2.8GHz
Operating System: System 8e
Memory: 256MB RAM (Standard)

512MB RAM (Maximum)
Hard Disk Drive: 80GB (Standard)
Interface Connections: 10/100/1000Base-TX (RJ-45)
Supported PDLs: Adobe PostScript ® 3™ , PCL 5e/6

Resolution: PCL 5e/6, PS3; 2400 x  600 dpi
(Interpolated)

Printer Drivers: Windows 98/Me/2000/XP
Server 2003/Windows Vista
Citrix MetaFrame
Macintosh OS X (OS 10.2 or Later)

Internal Fonts: 136 Adobe Type 1 Roman PS fonts
Network Operating Systems: Apple Macintosh OS 9.1 (PPD), 

OS X (10.2.8 or Later) 
Solaris 8.0 or Later
Sun OS 4.1.3. or Later
Windows 2000/XP/Server 2003/
Windows Vista
Novell NetWare v4.2,5.1, 6.1

EFI Options: Hot Folders and Virtual Printers,
Impose v2.6, 256 RAM

Universal Send Kit-F1
Address Book Capacity: Max. 1,800 Destinations

Max. 5 LDAP Servers
Sending Methods: E-mail, I-Fax, File Server (FTP, SMB,

IPX, WebDAV), User Inbox, 
Super G3 (Optional)

Scan Resolutions: 100 x 100 dpi to 600 x 600 dpi,
User Selectable

Communication Protocol
File: FTP (TCP/IP), SMB (TCP/IP), 

NCP (IPX), WebDAV
E-mail/I-Fax: SMTP, POP3, I-Fax (Simple, Full)

Data Format
File/E-mail: TIFF, PDF, PDF (OCR),** Encrypted

PDF,† Digital Device Signature PDF, †

Digital User Signature PDF ††

I-Fax: TIFF (MH, MR, MMR)

Super G3 Fax Board-Z2 
Applicable Line: Public Switched Telephone

Network (PSTN)
Connection Lines: 1
Sending/Original Size: Statement to 11" x 17"
Receiving/Printing Size: Statement to 11" x 17"
Transmission Times 

ECM-MMR: Approx. 3.2 Seconds/Page
G3MR/G3MH: Approx. 13 Seconds/Page
JBIG: Approx. 2.6 Seconds/Page
Auto Dial Function: Address Book: 1,800 Destinations

OTHER OPTIONAL ACCESSORIES

• Encrypted Secure Print Software-C1 †††

• Barcode Printing Kit-A1 †††

• Web Access Software-F1
• Digital User Signature PDF Kit-A1
• Universal Send Searchable PDF Kit-A1
• Universal Send PDF Security Feature Set-A1
• Work�ow Composer-B2
• Secure Watermark-A1
• HDD Data Encryption Kit-B2
• HDD Data Erase Kit-A1
• Access Management System Kit-A1
• Expansion Bus Board-D2
• Wireless Network Interface Adapter NB-W1 ,

• Remote Operator’s Software Kit-A2
• Voice Guidance Kit-B1
• Cassette-AB1 (Replacement)
• Tab Feeding Attachment-B1
• Copy Tray-L1
• Card Reader-C1
• Card Reader Attachment-C2
• Braille Label Kit-A1
• ADF Access Handle-A1
• Stamp Unit Cartridge-C1
• Staple Cartridge-J1
• Staple Cartridge-D2
• eCopy Suite
• imageWARE ™ Suite

Footnotes:
* Available with Saddle Finisher-AD2 only.

** Requires Universal Send Searchable PDF Kit-A1.
† Requires Universal Send PDF Security Feature Set-A1.

†† Requires Digital User Signature PDF Kit-A1.
††† Requires UFR II/PCL/PS Printer Kit-R2. 

Requires UFR II/PCL/PS Printer Kit-R2 for printing 
Web pages and PDF �les.
Requires Universal Send Kit-K1.
Requires Expansion Bus Board-D2. 
Check for availability.
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